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STAGE 1A

CONSTRUCTION STAGING PLAN
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31’

P
R

O
P

O
S

E
D
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EX. GROUNDLINE

2%

12.5’ & VARIES

6"

US 45

PROP. ~

11.5’ 11’ & VARIES

12.5’ & VARIES

*2%*2% *1.5%

**

**

1.5% 1.5%

**

**

**

5’5’ 4’

*2%*2% *1.5%

VAR.

6:1 &

VAR.
6:1 &

VAR.

6:1 &

VAR.
6:1 &

1

2

TO BE USED:  STA. 392+75.00 TO 411+87.84

4

3

2

1

5

6

7

LEGEND

PCC PAVEMENT, 14"

EXISTING HOT-MIX ASPHALT RESURFACED

LIME MODIFICATION)

(SEE GEOTECHNICAL REPORT FOR DEPTH OF PROPOSED

PROCESSING LIME MODIFIED SOILS (12" MIN.)

COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24

COMBINATION CONCRETE CURB & GUTTER REMOVAL

REMOVAL

MAINTAIN TRAFFIC ON EXISTING U.S. 45

PROPOSED URBAN TANGENT TYPICAL SECTION

76 5 4

2

3

PCC SIDEWALK, 5"

TO BE USED:  STA. 411+87.84 TO 422+32.59

PROPOSED URBAN TANGENT TYPICAL SECTION

5 46

22

1

14 EXISTING PAVEMENT MARKING REMOVAL

14

15

(SEE STAGE 1A MOT SHEETS FOR TYPE)

TEMPORARY ~ PAVEMENT MARKING

15

16

LINE 4" (SOLID WHITE)

TEMPORARY PAVEMENT MARKING

16

16

3

IN STAGE 1A

PLACING LANES UNDER TRAFFIC

TO BE CONSTRUCTED BEFORE

23

23

23

AND WEEKENDS.

OPERATIONS ARE PRESENT AT THE END OF EACH WORK DAY

WIDENING ALONG THE EDGE OF PAVEMENT WHEN NO WORK

TRAFFIC CONTROL DEVICES SHALL BE PLACED IN THE

ALT B: PORTLAND CEMENT CONCRETE PAVEMENT, 9" (JOINTED)

OR

ALT A: HOT-MIX ASPHALT BINDER COURSE, N90, IL-19.0, 9"

5’5’ 4’

6:1

5" SIDEWALK

1.5%2.0% 2.0%

4:1
4:1

2.0%1.5%2.0%

5" SIDEWALK

2’ 5’ 2’

SIDEWALK DETAIL A SIDEWALK DETAIL B

(TRANSITION FROM STA. 411+50.00 TO 411+75.00 LT)

TO BE USED

STA. 391+80.00 TO 405+59.30 LT

TO BE USED

STA. 411+75.00 TO 413+50.00 LT

NOTE:  EXISTING CURB & GUTTER STA. 392+75.00 TO STA. 406+29.38 ONLY

SEE DETAIL "B"

SEE DETAILS "A" & "B"


